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Preliminary Code Office Review     

January 28, 2026 

Wildcat Ridge CU    

201. L. Data Center Overlay Zoning District (the "DC District"): 

 

To allow for the orderly and efficient development of data centers, data center 

campuses, data center accessory uses, data center equipment (DCB) and related 

technology uses, the Data Center Overlay Zoning District, or "DC" Zoning 

District is hereby created and is set forth on the Amendment to the Archbald 

Borough Zoning Map attached hereto and made a part hereof as Exhibit "A". The 

Data Center overlay Zoning District shall be an overlay zoning district available 

for development subject to the standards set forth in Section 206. 

 

Application is located within the DC 

overlay.    
 

206. Data Center Overlay Zoning District Qualifying Standards: 

 

Data centers, data center campuses, data center accessory uses, data center 

equipment (DCB) and related technology uses, which may be a single or multi-

tenant building or campus, may be permitted by conditional use as a development 

option if the following standards are met: 

1. The Lot or tract must be comprised of at least 120 acres. 
Proposed project area is 574.2 

acres.  4 owners, 10 parcels.  Lot 

combination would be needed.    

2. The Lot or tract must be located in close proximity to a high voltage 

power transmission line or facility with the capacity to transmit 230kv 

or greater.  

Power lines touch the property on 

site North.    
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3. A Data Center development must comply with all criteria set forth in 

§507, and §602. A. (62).  
Applicant Data provided in 

application.    
 

4. The tract shall have direct access to an arterial or collector street. 
Project touches SR 6 and SR 247.  

 

SECTION II. USES PERMITTED IN THE DATA CENTER OVERLAY (DC) 

ZONING DISTRICT 

 

A. Article 3 of the Borough of Archbald' s Zoning Ordinance is hereby amended as 

to create Section 303 which shall read as follows: 

 

303. Conditional Uses in the Data Center Overlay Zoning District: 

1. Data Centers 

2. Data Center Campus 

3. Data Center Accessory Uses 

4. Data Center Equipment ("DCB"). 

5. Full-time electrical generators, subject to the requirements of 

§1417 and the following standards: 

a. Nuclear, coal and oil powered generation is prohibited for 

full-time electrical generators. For avoidance of doubt, 

emergency generators and similar emergency and back-up 

facilities and equipment may operate on diesel fuel. 

b. All generators must operate and comply with applicable state 

and federal guidelines and permitting standards. 

6. Accessory Uses in the Data Center Overlay Zoning District 

a. Office space related to Data Center or Data Center Campus 

use. 

b. Support and logistics buildings related to Data Center or Data 

Center Campus use. 

c. Security buildings and related facilities related to Data 

Center or Data Center Campus use. 

d. Utility infrastructure facilities such as electrical switch 

yards, substations, water storage and treatment pump stations 
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related to Data Center or Data Center Campus use. 

e. Emergency power generators, including diesel fuel power 

generators. 

B. Article 4 of the Borough of Archbald' s Zoning Ordinance is hereby amended as 

to create Section 402 which shall read as follows: 

 

1. Conditional Uses in the Data Center Overlay Zoning District 

 

a. Data Centers 

b. Data Center Campus 

c. Data Center Accessory Uses 

d. Data Center Equipment ("DCB"). 

e. Full-time electrical generators, subject to the requirements of 

§1417 and the following standards: 

a. Nuclear, coal and oil powered generation is prohibited for 

full-time electrical generators. For avoidance of doubt, 

emergency generators and similar emergency and back-up 

facilities and equipment may operate on diesel fuel. 

b. All generators must operate and comply with applicable 

state and federal guidelines and permitting standards. 

f. Accessory Uses in the Data Center Overlay Zoning District 

a. Office space related to Data Center or Data Center Campus 

use. 

b. Support and logistics buildings related to Data Center or Data 

Center Campus use. 

c. Security buildings and related facilities related to Data 

Center or Data Center Campus use. 

d. Utility infrastructure facilities such as electrical switch yards, 

substations, water storage and treatment pump stations 

related to Data Center or Data Center Campus use. 

e. Emergency power generators, including diesel fuel power 

generators. 

 

SECTION III. DIMENSIONAL REQUIREMENTS FOR DATA CENTERS 

 

Article 5 of the Borough's Zoning Ordinance is hereby amended as to create 

Sections 502.D. and 507 which shall read as follows: 
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502.D. Data Center buildings in excess of 90 feet may be permitted as a 

conditional use subject to the requirements of §1417 and subject to the 

following standards: 

1. Data Center Accessory Uses such as water and cooling towers may 

be higher than 90 feet upon proof that such additional height is 

required for required water pressure and fire suppression systems. 

2. The Data Center operator must provide an emergency management 

plan demonstrating to the Borough's satisfaction that the building or 

accessory structure can be adequately served by fire, police and 

emergency services. 

3. Data Center Buildings in excess of 90 feet in height must comply 

with the additional setback requirements of 507.4. 

70’ plus HVAC proposed on plan 

P 13 notes 80’ or less.   

 

507. Dimensional Standards for Data Centers 

 

1. Minimum Lot Area: 120 acres. 

Proposed project area is 574.2 

acres.  4 owners, 10 parcels.  Lot 

combination would be needed.  

 

2. Minimum Lot Width Measured at the Minimum Building Setback 

Line: 300 feet.  

Lot is wider than 300’ 

3. Maximum Building Height: 

a. Data Center Building: 90 feet maximum, unless a greater 

height is permitted under Section 502 D. 

     70’ plus HVAC proposed 

      P 13 notes 80’ or less.   
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b. Data Center Accessory building: 50 feet maximum.  

P 13 notes 50’ or less.   
 

c. Building Height shall not include parapets, chimneys, spires, 

towers, mechanical equipment and penthouses, elevator 

structures, tanks and similar projections. Appropriate 

screening of such elements is required. 

        70’ plus HVAC proposed 

      P 13 notes 80’ or less.   

 

4. Minimum Building Setbacks: 

a. Data Center Buildings - Front, Side and Rear Yard Setbacks 

shall be two (200) hundred feet or the height of the building 

whichever is greater; In addition, the minimum required 

setback shall be increased to a minimum of three (300) 

hundred feet from any property boundary of a lot in an R-1, 

R-2 or R-3 zoning district except such lots that are: (i) 

contained within the Data Center Overlay, or (ii) owned in 

common with the Data Center operator.  

Plan C-1 provides 200’ 

setbacks with red dotted line.  

b. Data Center Accessory Structures- Front, Side and Rear Yard 

Setbacks shall be 50 feet or the height of the building, 

whichever is greater, except that one-story security sheds or 

similar structures may be setback 25 feet. 

 Plan C-1 provides 50’ plus 

setbacks with green highlight 

line.    
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5. Maximum Building Coverage: 50% 

3% proposed   G-1 total    
6. Maximum Impervious Coverage: 75%  

P 28 26% proposed   

7. Architectural Design Guidelines: 

a. With the exception of materials related to rooftop solar or a 

vegetated green roof, all rooftop equipment shall be screened 

from view or setback adequately from the building edge so as 

to not be visible from adjoining properties 

b. Blank facades or walls exceeding 100 feet in length shall not 

be permitted. To mitigate the appearance and perception of a 

large monolithic building, developers may consider but are 

not limited to the following: decorative patterns on exterior 

finishes, masonry, fenestration, horizontal banding, vertical 

or horizontal offsets of 1 foot or more, and vegetated "green" 

walls or a combination thereof.  

P 27 Façade Design provided.   

c. Minimum five-foot-wide sidewalks shall be provided 

adjacent to buildings for safe access by employees.  

A-1 sidewalks shown. 

d. Building articulation and fenestration shall also be provided 

for data center facilities with an accessory office component, 

specifically in the areas of the facility related to employee 

entrances and office spaces. Such areas shall max1m1ze 

natural lighting and incorporate the following: 

1) No blank facades or walls are permitted. 

2) Minimum area of window opening on facades of 

office spaces and employee entrances: 40% 

3) Spandrel glass may be utilized in the design. 

P 27 Façade Design provided.  

A-1 
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e. Fronts of buildings (i.e., yards) must be fully appointed with 

landscaping of trees, shrubs, ornamental grasses or ground 

cover, see additional requirements below and Section 1304. 

A-1  notes compliance.   
 

f. Outdoor storage shall be fully enclosed and comply with 

requirements in Section 603 outdoor storage. 

A-1 notes compliance.   

g. Lighting shall comply with the requirements in article 10 

Section 1007 and the latest IESNA guidelines. 

A-1 notes compliance.  No 

plan provided.   
 

8. Buffer Requirements: Each edge of the site is unique and requires 

different setback and buffering requirements tailored to that edge's 

characteristics and its neighboring land use. All buffer types must be 

continuously effective all year round and are to be a combination of 

berms, deciduous and evergreen planted material, sound wall and 

horizontal green space and shall be employed to the satisfaction of 

the Borough to achieve sufficient screening of sight and sounds from 

adjacent properties. 

a. A buffer of at least fifty (50) feet in depth shall be maintained 

adjacent to all exterior property boundaries of the Data 

Center development. 

b. No activity, material storage, or parking of vehicles shall be 

permitted within a buffer or screen area except for 

freestanding signage. 

Buffer shown on C-1 

PPL switchyard impedes 50’ 

Storage tank impedes 50’  
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9. Berm Requirements: 

a. Where existing topography does not provide adequate 

screening, as determined by the Borough of Archbald Code 

Enforcement Office, earthen berms shall be required to be 

constructed witl1:in the buffer area in the following locations: 

1) Adjacent to R-1, R-2 and R-3 zoning districts, with 

a minimum of 6-foot height. 

 

2) Along arterial or collector roadways where Data 

Center buildings exceed 50 feet in height 

3) Where Data Center Equipment will be visible from 

public rights-of-way. 

b. Berms shall have a minimum height of 4 feet and maximum 

height of 8 feet 

c. Berms shall maintain a maximum slope ratio of 3:1 for 

stability and maintenance access 

d. Berms shall have a minimum base width of 12 feet to 

support required vegetation. 

e. Berms shall be designed with proper drainage to prevent 

water pooling and erosion 

f. Vegetation on Berms: 

1) Berms shall be planted with a combination of 

evergreen and deciduous trees, shrubs, and ground 

cover 

2) Trees shall be planted at maximum 20-foot centers 

along berm crests and slopes 

3) Minimum 60% evergreen tree coverage for year-
round screening 

4) Shrubs shall be planted at 12-foot centers to provide 

dense screening between trees 

5) All slopes shall be stabilized with appropriate ground 

cover or low shrubs within 30 days of construction 

6) Plant materials shall be native or adaptive species 

suitable for local climate conditions 

g. Maintenance Requirements: 

1) Property owner shall maintain all berms and 

associated vegetation in perpetuity 
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2) An annual inspection and maintenance plan shall be 

submitted to Borough 

3) Dead or diseased vegetation shall be replaced 
within one growing season 

4) Erosion control measures shall be maintained and 

repaired as needed 

h. Landscape Bond: 

1) The developer or landowner shall deposit with the 

Borough a sum of money equal to the amount  

 

2) necessary to cover the cost of purchasing, planting, 

maintaining, and replacing all vegetative materials 

for a period of eighteen (18) months. 

3) Any tree or shrub on the berm which, within eighteen 

(18) months of planting or replanting is deemed, in 

the opinion of the Borough, not to have survived or 

to have. grown in a manner uncharacteristic of its 

type shall be replaced. Substitutions for certain 

species of plants may be made only when approved 

by the Borough. 

 

i. Alternative Compliance: 

1) Where berms are not feasible due to utilities, 

topography, or other constraints, alternative 

screening methods may be approved including: 

i. Decorative walls with integrated 

landscaping (minimum 6-foot height) 

11. Dense evergreen hedge plantings (minimum 

8-foot mature height) 

iii. Combination of existing vegetation 

preservation and supplemental planting 

No berms proposed.   

 

SECTION IV. ADDITIONAL STANDARDS FOR DATA CENTERS 

 

Article 6 of the Borough of Archbald' s Zoning Ordinance is hereby amended as 
to create Section 602.A.(62), which shall read as follows: 
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(62) Additional Standards for Data Centers: 

1. As a part of any applicant's Land Development Application, all Data 

Center applications shall include a sound study conducted by a 

professional acoustical expert, paid for by the applicant and 

approved by the Borough of Archbald' s professional acoustical 

expert. Should the study results demonstrate that the installation of 

sound reducing materials or systems is/are needed to comply with 

the standards found in Section 1005 and Section 602.A.(62) (a) of 

the Borough of Archbald's Zoning Ordinance, such items shall be 

installed at the applicant's expense and approved by the Borough's 

professional acoustical expert. A sound study shall be conducted in 

the following phases: 

a. A preliminary sound study for the Data Center and 

associated DCE shall be conducted as part of the applicant's 

application for a zoning permit. The preliminary sound study 

shall recommend, if needed, the sound reducing materials or 

systems to meet the Borough's Environmental Protection 

Requirements in Article 10 as well as the requirements of 

Section 602.A.(62) herein. 

b. An as-built sound study shall be conducted nine (9) months 

after issuance of the certificate of occupancy and at full 

occupancy for any Data Center and associated DCE prior to 

the final escrow release for any Data Center land 

development phase and shall be paid for by the applicant. An 

as-built sound study may also be required thereafter by the 

Borough upon request. If it is determined by the as-built 

sound study that there is a violation of the aforesaid sound 

limits, then the owner or occupant of the Data Center shall 

promptly remediate the violation into compliance with the 

aforesaid sound limits. 

c. Study Requirements: All sound studies shall be conducted by 

a professional acoustical expert using applicable ANSI 

standards and generally accepted criteria.  

d. Violation Remediation: If violations are found, the 

owner/occupant shall promptly remediate to compliance. In 

addition to all other remedies and penalties available to the 

Borough of Archbald for a violation of the Borough of 

Archbald Zoning Ordinance, any failure to remediate may 

result in permit revocation. 

 

2. Data Centers, Data Center Campuses, Data Center Accessory Uses, 

and DCEs shall comply with the Borough's Noise Regulations set 
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forth in Section 1005, except that: 

 

a. Maximum dBA limitations shall not apply during a power 

outage or similar emergency and for a period of two hours 

after power is restored. 

b. Maximum dBA limitations shall not apply during routine 

testing and maintenance of back-up generators, such testing 

shall not occur before 7 am or after 8 pm. 

c. Future sound levels attributable to Project Operation 

("Project Sound") shall not exceed the measured pre-

construction ambient sound level by more than 5 dBA, as 

assessed at any lot line of the property where residential uses 

exist within 2,500 feet, or at the site of any other residential 

uses within 2,500 feet. 

d. The pre-construction  ambient  sound  level shall be 

quantified through a  continuous, long-term sound 

measurement  survey paid for by the applicant. The 

measurement survey shall be performed, to the extent 

practicable, per the methodology described in ANSI Sl2.9-

1992, Part 2, "American National Standard Quantities-an 

Procedures  for Description and Measurement  of 

Environmental Sound, Part 2, Measurement of Long-Term, 

Wide-Area Sound". Specific measurement locations and 

survey durations shall be established on a per-Project basis 

within a sound survey protocol drafted in consultation with 

an acoustical consultant approved by the Borough of 

Archbald Code Enforcement Office and paid for by the 

applicant. 

e. Project Sound determined to be five (5) decibels above the 

determined ambient noise level shall be a violation of the 

Borough of Archbald Zoning Ordinance, subjecting the 

applicant to all penalties and remedial provisions of the 

Borough of Archbald Zoning Ordinance, and shall be 

attenuated and mitigated to comply with the terms of the 

Borough of Archbald Zoning Ordinance as soon as possible. 

3. A Lot may include lots, tracts parcels or assemblages owned in 

common or otherwise developed in common and considered 

contiguous for the purpose of all bulk, area and land mass 

calculations. Lots, tracts, parcels or assemblages shall be deemed 

contiguous even if separated by rights of way so long as they are 

owned or developed in common. 
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P 16 applicant -Trinity Consultants 

Appendix 16 Noise Study 

Under review by KBA and 

Borough’s third party.    
 

4. Public water and sewer facilities shall be provided. If existing public 

water and sewer facilities are insufficient, compliance with 

§402(e) and §402(±) of the Borough of Archbald's Subdivision and 

Land Development Ordinance (SALDO) shall be demonstrated. 

 

a. If the Data Center is to rely upon non-public sources of 
water, a water feasibility study shall be provided including: 

1) Calculations of projected water needs 

2) Geologic map of the area with a radius of at least 

one mile from the site 

3) Location of all existing and proposed wells within 

1,000 feet 

4) Location of all streams within 1,000 feet and known 

pollution sources 

5) Long-term safe yield determination 

 

6) Effects on nearby wells, streams, and groundwater 

table 

7) Water recycling and release plans 
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b. Depending on location, proof of review and approval from 

the appropriate local, state and/or federal regulatory agencies 

for projects with water withdrawals of 100,000 gpd or more, 

or consumptive use of 20,000 gpd or more. 

Appendix 6 PA American 

Water Letter of Serviceability 

provided.    

Appendix 7 LRBSA Service 

Available  

 

5. The applicant shall provide a fully executed Letter of Authorization 

from the applicable electric service provider indicating the necessary 

capacity is available. 

Appendix 8  PPL Project      

Feasibility Report   

LOA not provided.   
6. Secondary means of ingress and egress shall be provided to the 

satisfaction of the Borough's fire and emergency management 

officials.  

Two proposed.    

7. Data Centers shall have a campus security plan prepared in 

consultation with the Borough's police and emergency management 

officials.   

P 20 Emergency Services 

Narrative  
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8. All disturbance of wetlands, riparian buffers, streams and similar 

water resources shall comply with standards and requirements of the 

Pennsylvania Department of Environmental Protection. 

Wetland Delineation Provided pdf 

page 88  
 

9. Data Center developments shall be exempt from the Steep Slope 

provisions of §1003, provided that all proposed grading is in 

accordance with an Erosion and Sedimentation Control Plan 

approved by the Lackawanna County Conservation District and/or 

the Pennsylvania Department of Environmental Protection 

(PADEP). Such approval shall be evidenced by the issuance of the 

applicable Erosion and Sedimentation Control Permit, including, 

where applicable, an NPDES permit.  

p 21 Agency Coordination Permits 

Approvals   

10. Development within a floodplain shall comply with standards and 

requirements of the PADEP and Section related to Floodplains  

P 3  “completely outside of flood 

hazard” G-1 and A-1 

11. Ground mounted Noise Generating Data Center Equipment shall not 

be located in any front yard between the Data Center buildings and 

arterial or collector roads and shall be separated from all adjacent 

residential uses by principal buildings.  

G-1 and A-1  
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12. Data Centers, Data Center Campuses, Data Center Accessory Uses, 

and Data Center Equipment (DCE) shall comply with the general 

regulations in Article 13 of the Borough of Archbald's Zoning 

Ordinance.  

Article 13 

1301. Not Applicable   

1302. Not Applicable- See 

overlay amendment 

1303. A. 1. Not Applicable 

1303. A. 2. Emergency Access – 

additional details needed  

1303. B. Not Applicable 

1303. C. Clear Sight - Address in 

LD 

1303. D. Buffers and Planting – 

See overlay amendment  

1304. Landscaping- no 

landscaping plan provided- 

address in LD 

1305. Non-Conformities - Not 

Applicable 

1306. Dumpster Screening and 
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Location-  no plan provided- 

address in LD 

1307. Storage Containers- none 

proposed 

1308. Green Incentives- none 

proposed. 

1309 Setbacks. Not Applicable  
13. The minimum parking requirement shall be one (1) space per eight 

thousand (8,000) square feet of floor area of the portions of a Data 

Center building designed and intended to be accessible regularly by 

employees, or one (1) space for every one (1) employee, based upon 

the maximum number of employees onsite during the largest shift, 

whichever is lesser. 

A-1  Parking Plan Provided  

404,680/8,000 = 50.585 < 51 

Providing 71 per building.  
 

14. The minimum loading space requirement shall be one (1) space per 

Data Center building. 

 A-1- loading space provided per     

building  

Reviewed: 

Brian Dulay 
ABCO 

 


